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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! Products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for our Single and Double Door Base Cabinets ONLY 
(ITEMS NO. BC ZIE24-HO/HK, BC ZIE30-HO/HK, BC ZIE36 -HO/HK AND BC ZIE48-HO/HK, 
BC ZIE09-HO/HK, BC ZIE12-HO/HK BCZIE15-HO/HK, BCZIE 18-HO/HK) 

 
Important : When attaching two cabinets together, pre-drill holes on the face frame to avoid the wood 
from splitting. 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.ziemlichusa.com *** 

 
Items & Qty:  
 
“A” Face Frame with Door (1) 
“B” Side Panels (2) 
“C” Bottom (1) 
“D” Back Panel (1) 
“E” Drawer Rail Holders (2) 
“F” Drawer Front (1) 
“G” Drawer Sides with sides Preinstalled (2) 
“H” Drawer Back (1) 
“I” Drawer Slide Rails (right & left) (2) 
“J” Drawer Bottom (1) 
“K” Shelf Clip (4) 
“L” Shelf (1) 
“M” Toe Kick (1) 
“N” Corner Braces (4) 
“O” 4/5” Drawer Rail Screws (4) 
“P” ½” Corner Braces Screws (8) 
“Q” ½” Round Head Screws (8) 
“R” 2” Screws (4) 
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Instructions: 
 
1. Place the face frame (A) face down on a flat soft working surface (Figure 1). 
2. Installing the Side Panels (Figure 2): Insert right and left side panels (B) into the grooves of the face 
frame (A) and align the cam lock connectors (Figure 2). Lock the cam with a screwdriver by turning the 
screw 180° degrees clockwise (Figure 4). 
3. Installing the Bottom (Figure 3): Gently spread the side panels and insert the bottom (C) into the 
grooves of side panel (B) until it touches the face frame (A).  Align it and lock each cam. 
4. Installing the Back Panel and Toe Kick (Figure 5): Before you start this step, put the back panel 
(D) on a flat surface facing upward. Install the drawer rail holders (E) in the pre-spotted area on the back 
panel (Figure 6).  The opening of the holders should be facing towards each other. Secure them with 2 
round head screws (Q) (Figure 6). Then put the back panel (D) at rear of side panel (B) (Figure 5). 
Align and lock each cam lock. Install the Toe Kick (M) by locking the cam lock at both ends (Figure 5).       
5. Installing the Shelves: Insert the shelf clips into the holes on the side panels at the desired height and 
slide in the shelves (L). 
6. Installing the Drawer Slide Rails (Figure 7): Insert the drawer side rails backend into the holder (E) 
previously installed (Step 5) on the back panel. Then secure the drawer rail front end with 3/8” screws 
using the pre-drilled holes in the face frame. (Repeat this step for more drawers.) 
7. Drawer Assembly (Figure 8): Place the drawer face, face down on a flat surface. Align the two 
drawer sides and lock the cam lock. Slide the drawer bottom (J) into the grooves of the side of the 
drawers (G). Then insert the drawer back (H) and lock the cam lock. (Repeat this step for more drawers).   
8. Installing the Corner Braces (Figure 9) and inserting the Drawers: Place the corner braces on 
each top corner of the cabinet and secure them with the ½” Corner Brace Screws. Slide the drawers into 
the rail and check the drawer position and adjust slide rail location for best operation if necessary.  The 
2” screws are used for connecting corner braces and the counter top. 
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 

 
These assembly instructions are applicable for our Drawer Base Cabinets ONLY (ITEMS NO. DC 
ZIE15-HO/HK AND DC ZIE18-HO/HK, DCZIE24-HO/HK) 
 
Important : When attaching two cabinets together, pre-drill holes on the face frame to avoid the wood 
from splitting. 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.zielmichusa.com *** 

 
Items & Qty:  
 
“A” Face Frame (1) 
“B” Side Panels (right & left) (2) 
“C” Bottom (1) 
“D” Back Panel (1) 
“E” Toe Kick (1) 
“F” Corner Braces (4) 
“G” ½” Flat Head Screws (for Drawer slide Front) (6) 
“H” ½” Round Head Screws (for Corner Braces) (8) 
“I” Drawer Face (3) 
“J” Drawer Back (3) 
“K” Drawer Bottom (3) 
“L” Drawer Sides (3 left, 3right) (6) 
“M” Drawer Slide Rails (3left, 3right) (6) 
“N” Drawer Slide Holder (6) 
“O” Large Head Screws (12)  
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Instructions: 
 
1. Place the face frame (A) face down on a flat soft working surface (Figure 1). 
2. Installing the Side Panels (Figure 2): Insert right and left side panels (B) into the grooves of face 
frame (A) and align the cam lock connectors (Figure 2). Lock the cam lock with a screwdriver by 
turning the screw 180° degrees clockwise (Figure 4). 
3. Installing the Bottom (Figure 3): Gently spread the side panels and insert the bottom (C) into 
grooves of side panel (B) until it touches the face frame (A). Align it and lock each cam lock. 
4. Installing the Back Panel and Toe Kick (Figures 5 & 6):  Before you start this step, put the back 
panel (D) on a flat surface facing upward. Install the drawer rail holders (E) in the pre-spotted area on 
the back panel (Figure 6). The opening of the holders should be facing towards each other. Secure them 
with 2 round head screws (H) (Figure 6). Then put the back panel (D) at rear side panel (B) (Figure 5). 
Align it and lock each cam lock. Install the Toe Kick (E) by locking the cam lock at both ends (Figure 
5). 
5. Installing the Drawer Slide Rails (Figure 7): Insert the drawer rails backend into the holder (N) 
previously installed (Step 5) on the back panel (D).Then secure the drawer rail front end with flat head 
screws using the pre-drilled holes in the face frame. (Repeat this step for each drawer slide rail.) 
6. Drawer Assembly (Figure 8): Place the drawer face (A) face down on a flat soft working surface. 
Align the two drawer sides (L)  and lock cam lock. Slide the drawer bottom (K)  into grooves of drawer 
sides (L). Then place the drawer back (J) and lock the cam lock. (Repeat this step for more drawers.) 
7.  Installing Corner Braces (Figure 9) and inserting the Drawer: Place corner braces (F) on each top 
corner of the cabinet and secure them with ½” Corner Brace Screws. Slide the drawer into the rail and 
check the drawer position and adjust the drawer slide rail location for the best operation if necessary. 
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for our Wall Pantry Cabinet ONLY (ITEM NO. LC 
ZIE1890-HO/HK ) 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.zielmichusa.com *** 

 
 
Items & Qty 
 
“A” Face Frame with Doors (1) 
“B” Side Panel (left & right) (2) 
“C” Bottom (1) 
“D” Top (1) 
“E” Back Panel (1) 
“F” Shelf Clips (12) 
“G” Shelf (1) 
“H” Adjustable Shelves (3) 
“I” Toe Kick (1) 
“J” Cam Locks (attached) 
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Instructions: 
 
1. Put the Back Panel (E) face up on a flat soft working surface (Figure 1). 
2. Installing the Side Panels: Insert the right and left side panels (B) into the grooves of the back 
panel (E) and align the cam lock connectors (Figure 2). Lock the cam lock with a screwdriver by 
turning the screw 180° degrees clock wise (Figure 3). 
3. Installing the Top (D), Shelf (G) and Bottom (C): Gently spread side panels and insert top (D), 
shelf (G) and bottom (C) into the grooves of side panel (B) until they touch the back panel (E) (Figure 
4). 
4. Installing the Toe Kick (I):  Align each cam lock on the toe kick (I)  and lock them. 
5. Installing the Face Frame (A): Place the Face Frame (A) directly on the half assembled cabinet. 
Then open all doors in order to well align all grooves and cam locks and lock them (Figure 5). 
6. Installing the Adjustable Shelves (H): Insert the shelf clips (F) into the holes on the side of the 
panels at the desired height and slide in the shelves. 
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for our Sink Base Cabinet ONLY (ITEM NO. SB ZIE36-
HO/HK) 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CALL YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.zielmichusa.com *** 

 
Items & Qty 
 
“A” Face Frame with Door (1) 
“B” Side Panel (left & right) (2) 
“C”  Bottom (1) 
“D” Bottom Back Brace (1) 
“E” Top Back Brace (1) 
“F” Toe Kick (1) 
“G” Corner Braces (4) 
“H” ½” Corner Brace Screws (8) 
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Instructions: 
 
1. Place the Face Frame (A) down on a flat soft working surface (Figure 1) 
2. Installing the Side Panels (Figure 2): Insert right and left side panels (B) into the grooves of face 
frame (A) and align the cam lock connectors (Figure 2). Lock the cam lock with a screwdriver by 
turning 180° degrees clockwise (Figure 4). 
3. Installing the Bottom (Figure 3): Gently spread the side panels and insert the bottom (C) into the 
grooves of the side panel (B) until it touches the face frame (A). Lock each cam lock. 
4. Installing the Back Braces and Toe Kick (Figure 5): Put the top back brace (E) at the rear of the 
side panel (B) (Figure 5). Align them and lock each cam lock. Install the toe kick (F) by locking the 
cam lock at both ends (Figure 5). 
5. Installing the Corner Braces (Figure 6): Place the corner braces on each top corner of the cabinet 
and secure them with the ½” Corner Brace Screws. 
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for all base reach Lazy Susans ONLY (ITEM NO. CB 
ZIE36-HO/HK) 
 
Important : When attaching two cabinets together, pre-drill holes on the face frame to avoid the wood 
from splitting. 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.zielmichusa.com *** 

 
Items & Qty 
 
“A” Face Frame (1) 
“B” Face Panel (1) 
“C” Left Side Panel (1) 
“D” Right Side Panel (1) 
“E” Bottom (1) 
“F” Back Panel (1) 
“G” Shelf (1) 
“H” Long Toe Kick (1) 
“I” Short Toe Kick (1) 
“J” Corner Braces (4) 
“K” Door Assembly (2) 
“L” ½” Corner Brace Screws (8) 
“M” ½” Large Head Screws (16) 
“N” ½” Door assembly Screws (9) 
“O” Turntable (2) 
“P” Turner (2) 
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Instructions:  

 
1. Assembling the Bottom and Shelf Turntable Set: Place bottom (E) on a soft surface. Make 
sure the side has screw marks face up. Put the turner (P) on top of it. Align them with screw marks and 
secure with ½” large head screw. Then put turn table (O) on a soft surface. Make sure the side has screw 
marks face up. Put bottom (E) with assembled turner face down. Use the hole on the bottom panel to 
find the screw marks and secure with ½” large head screws. Now the bottom with turn table set is ready. 
(Use the same procedure for building the shelf with turn table). 
2. Assembling the Door Set: put two doors set on a flat surface and align them from the screw 
marks. Then secure with ½” screws (N). 
3. Put face frame (A) face down on a flat soft working surface (Figure 1). 
4. Insert left side panel (C) into the grooves of face frame (A) on the magnetic latch side. Align the 
plastic half part of the cam lock connectors. Make sure it fits and lock connectors with screwdriver by 
turning the screw located on the cam lock connector to the right 180° degrees (Figure 10). Stand up side 
panel up right at this time. 
5. Insert the bottom with turntable (E) through race frame, well align the cam locks and lock the 
connectors. 
6. Insert right side panel (D) into the grooves of the face frame (A). Align the cam lock connectors 
(Figure 5). 
7. Place the back panel align the cam lock connectors with side panels. Make sure that it fits and is 
locked (Figure 6). 
8. Insert shelf with turntable into position on short shelf steps, align the cam lock at bottom and 
tighten as shown in (Figure 10). 
9. Place the face panel and align the cam lock connectors with side panels. Make sure that it fits 
and is locked. (Figure 7) 
10. Place and mount door assembly (K)  into two cam lock connectors on face frames first then into 
connectors on the right side panel. Make sure that all fit and lock the cam lock connectors on face frame 
first then into connectors on the right side panel.  Screwing short toe kick (I)  to long toe kick (H) with 
cam lock, then put onto the cabinet under the door. Make sure that all fit and lock the cam lock 
connectors. Reposition the cabinet back to upright and cam lock bottom to the frame under the door.  
11. Installing the Corner Braces (Figures 8 and 9): position and insert the 4 plastic corner braces 
in the locations shown in (Figures 8 and 9), secure them with ½” screws (L).  
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for our Wall Diagonal Corner Cabinets ONLY (ITEMS NO. 
WD ZIE2430-HO/HK, WD ZIE2436-HO/HK) 
 
Important : When attaching two cabinets together, pre-drill holes on the face frame to avoid the wood 
from splitting. 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY 
1-770-427-1919 or www.zielmichusa.com *** 

 
 
Items & Qty:  
 
“A” Face Frame with Door (1) 
“B” Front Side Panel (right & left) (2) 
“C” Rear Side Panel (right & left) (2) 
“D” Bottom (1) 
“E” Top (1) 
“F” Back Panel (1) 
“G”  Shelves (2) 
“H” Shelf Clips (8) 
“I” Corner Braces (4) 
“J” ½” Corner Brace Screws (8) 
“K” 2” Mount Screws with Anchors (8) 
“L” ¾” Back Panel Screws (4) 
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Instructions: 

 
1. Place the face frame (A) face down on a flat soft working surface (Figure 2). 
2. Installing the Front side Panels (B): Insert the right and left front side panels (B) into the grooves 
of face frame (A) and align the cam lock connectors (Figure 3). Lock the cam lock with a screwdriver 
by turning the screw 180° degrees clockwise (Figure 1). 
3. Installing the Top and Bottom (Figure 4): Gently spread side panels and insert top (E) and bottom 
(D) into the grooves of side panel (B) until it touches the face frame (A). Well align it and lock each cam. 
4. Installing the Rear Side Panels (C) (Figure 5): Position the rear side panels (C) so that the panel 
connectors align to the top panel (E), bottom panel (D), and front side panel (B). Gently work the panels 
into position. Make sure that it fits well and lock the cam lock connectors as (Figure 1). 
5. Installing the Back Panel (Figure 6): Slide the back panel (F) into grooves of rear side Panel (C). 
Make sure the finished side of panel is towards the inside of the cabinet. Once the back panel is assigned 
and fitted tight, secure it with ¾” Back Panel Screws into the pre-drilled holes on the back panel (Figure 
7). 
6. Installing the Corner Braces (Figure 8): Place the Corner Braces on each top front corner and 
bottom front corner of the cabinet and secure them with ½” Corner Brace screws (See Figure 8). 
7. Your wall cabinet is now completely assembled. After installing the cabinet to the wall (use wall 
mount screws and anchor), insert the shelf clips (H) into the holes in the cabinet side panels at the 
desired height and slide in the shelves (G). 
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ASSEMBLY INSTRUCTIONS 
 
 
Thank you for purchasing our Ziemlich! products.  You are now the proud owner of a great piece of 
workmanship and may it provide you with much use and enjoyment in the years to come. 
 
These assembly instructions are applicable for our Single, Double and Triple Door Wall Cabinets 
ONLY (ITEMS NO. WC FIN1536-HO/HK, WC ZIE2436-HO/HK, WC Z IE3036-HO/HK, WC 
ZIE3636-HO/HK, WC ZIE2418-HO/HK AND WIN ZIE3618-HO/ HK, WC ZIE3018-HO/HK, WC 
ZIE3024-HO/HK, WC ZIE0936-HO/HK, WCZIE1236-HO/HK, W CZIE1836HO/HK) 
 
Important : When attaching two cabinets together, pre-drill holes on the face frame to avoid the wood 
from splitting. 
 
The following is the list of all the items contained in this box: 
 

*** PRIOR TO ASSEMBLY, ENSURE YOU HAVE ALL THE PART S AND THE 
QUANTITIES MENTIONED BELOW .  IF YOU ARE MISSING ANY PIECES, STOP AND 

CONTACT YOUR SUPPLIER IMMEDIATELY  
1-770-427-1919 or www.zielmichusa.com *** 

 
 

Items & Qty 
 
“A” Face Frame with Door (1) 
“B” Side Panel (2) 
“C” Bottom (1) 
“D” Top (1) 
“E” Back Panel (1) 
“F” Shelf Clips (8) 
“G” Shelves (2) 
“H” ¾” Back Panel Screws (4) 
“I” Screw Anchor (4) 
“J” 2” Wall Mount Screws (4) 
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Instructions: 

 
 

1. Place the face frame (A) face down on a flat soft working surface (Figure 1). 
2. Installing the Side Panels: Insert the right and left side panels (B) into the groove of face frame (A) 
and align the cam lock connectors (Figure 2).  Lock the cam lock with screwdriver by turning the screw 
180° degrees clockwise (Figure 3). 
3. Installing the Top and Bottom: Gently spread side panels and insert top (D) and bottom (C) into 
grooves of side panel (B) until they touch the face frame (A) (Figure 4). Align them and lock each cam 
(Figure 3). 
4. Installing the Back Panel: Insert and slide the back panel (E) into the groove in the rear of the side 
panel (B) (Figure 5). Align the back panel (E) and enforce it with 4 ¾” Back Panel Screws (H) into the 
pre-drilled holes on the back panel. 
5. Installing the Shelves (for WC FIN2418 AND WC FIN3618 ignore this step): Insert the shelf 
clips (F) into the holes on the side panels at the desired height and slide in the shelves (G). 
6. Place the “L” brackets into the corner of the face frame and the side panels at the top and bottom of 
cabinet. Then fasten the screws to them as shown in (Figure 7). 

 
 
 

 


